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ISC Systems department’s working areas
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Important factors for PV systems

Diffuse Horizontal Irradiance (DHI)
Direct Normal

Irradiance
(DN1) Plane of Array
Irradiance Front
(PoA Front)
A
Plane of Array 8ﬂ
Irradiance Back S
(PoA Back) 5
G -
2 &
|
3 ‘ Azimut T ‘
Global Horizontal Irradiance (GHI) Albedo Gl emperature
4 > Shadowing
Row Distance objects

@ 04.11.2025 Solar Systems | Jens Eickelmann 4



Global yearly total solar irradiance is 8700 times the world’s energy consumption
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Source: Energy Institute - Statistical Review of World Energy (2025)
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Yield relevant module factors: Azimut & Module Tilt
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Qualitative energy yield curves of different Azimut & Module Tilt
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From Camel to Duck: Energy Transition and Grid Net Load
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Grid Net Load = Total Load (Demand) - Renewable Energy Generation
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How ISC and its partners are solving the “Duck Curve Issue”

Energy Storage Systems (e.g. Battery Storage)

Aspired development of an intelligent predictive EMS
in the context of time of use, tariffs and arbitrage
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East-West oriented PV Solutions (e.g. Agri-PV)

Cooperation for
vertical Agri-PV
Yield Studies

Common Agri-PV
projects for the
improvement of
water management,
energy & plant yield.
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https://www.pv-magazine.de/wp-content/uploads/sites/4/2020/10/Agro_PV_Next2Sun_Traktor_Module_2020-e1602836796496-1024x519.jpg
https://www.pv-magazine.de/wp-content/uploads/sites/4/2020/10/Agro_PV_Next2Sun_Traktor_Module_2020-e1602836796496-1024x519.jpg

Technical Agri-PV potential in Germany

© freepik.com, O. Ryzhkov

Land use in Germany
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Source: Umweltbundesamt: Fldchennutzung in Deutschland. Date: 31.12.2021
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Installed Agri-PV capacity
worldwide

Technical potential
Agri-PV in Germany

PV - capacity to achieve
Germany's climate targets
2050

Source: https://solarenergie.de/photovoltaikanlage/arten-von-pv-anlagen/agri-pv-und-foerderung. Date: 20.12.2022
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Energy Yield Data from ISC Test Plant shows typical seasonal PV Power fluctuation
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From daily to seasonal storage and their electric efficiency
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PV Inverter
98 - 99%

PV Inverter
98 - 99%
DC Battery Storage
90 - 95%
Household: 5 - 15 kWh
Industry: 200 - 4000 kWh
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This is the end.

Any questions?




